
SideWinder Black 360 

Dual Camera Panning Underwater Point of View Camera

Excellent Picture Quality 

The SideWinder 360 incorporates a 1/3-type Sony 

Super HAD II sensor providing outstanding picture 

quality and superb light sensitivity.

Two Cameras

The SideWinder 360 is equipped with a fixed 

downlooking camera as well as a side view camera 

that rotates in the housing 300º which allows you to 

see a full 360º degrees

Handheld Controller

The handheld controller allows you to control all 

functions of the camera as well as turning on the 

depth/temp and direction display.

Separate Lighting Chamber

Improoves viewing distance of horizontal camera

No Installation Required - Fully Portable

Use the SideWinder 360 anywhere. 

The SideWinder 360 is your eyes to 
t h e u n d e r w a t e r w o r l d .  I t s 
h i g h - r e s o l u t i o n c a m e r a a n d 
extremely low- l ight operat ing 
capability allow you to see in almost 
any environment. You can choose 
between the fixed down looking 
camera or the 300 degree panning 
sideview camera. Making the 
SideWinder the perfect tool for 
underwater construction, marine 
studies, dive site monitoring and 
much more.  

Ocean Systems, Inc
3901 Smith Avenue
Everett, WA 98201 USA
Phone: 1-800-355-4234
Local: 425-258-0778
sales@oceansystemsinc.com
www.SplashCam.com

Camera Specifications  
Video Output:   Composite NTSC (PAL Optional) 
Focus:    Fixed 1 inch to focal infinity 
Auxiliary Lighting:    High Intensity LED 
Resolution:   710 TV Lines 
CCD:    1/3" Sony Super HAD I
Pixel Array:  768(H )X 494(V) 
Lens:    3.6mm 
Iris:    Electronic 
Operating Temp:   -10 to 55C 
Light Sensitivity:   0.1lux 
Input Voltage:   12 volts DC 
Current Draw:   270 mA max.

Physical Specifications
Body Construction:   Aluminium / Acrylic 
Depth Rating:   900 feet
Cable Strength:   300lbs break strength / 100lbs nominal work load 
Available Cable Lengths:  50-300ft in 50ft. increments 
Dimensions:   3.5" Dia. / 15" H
Weight with 50ft Cable:  11lbs 
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